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ramp or bridge plate may be vertical 
without edge treatment up to 1⁄4 inch. 
Changes in level between 1⁄4 inch and 1⁄2 
inch shall be beveled with a slope no 
greater than 1:2. 

(4) Ramp barriers. Each side of the 
ramp or bridge plate shall have bar-
riers at least 2 inches high to prevent 
mobility aid wheels from slipping off. 

(5) Slope. Ramps or bridge plates shall 
have the least slope practicable. If the 
height of the vehicle floor, under 50% 
passenger load, from which the ramp is 
deployed is 3 inches or less above the 
station platform a maximum slope of 
1:4 is permitted; if the height of the ve-
hicle floor, under 50% passenger load, 
from which the ramp is deployed is 6 
inches or less, but more than 3 inches, 
above the station platform a maximum 
slope of 1:6 is permitted; if the height 
of the vehicle floor, under 50% pas-
senger load, from which the ramp is de-
ployed is 9 inches or less, but more 
than 6 inches, above the station plat-
form a maximum slope of 1:8 is per-
mitted; if the height of the vehicle 
floor, under 50% passenger load, from 
which the ramp is deployed is greater 
than 9 inches above the station plat-
form a slope of 1:12 shall be achieved. 
Folding or telescoping ramps are per-
mitted provided they meet all struc-
tural requirements of this section. 

(6) Attachment—(i) Requirement. When 
in use for boarding or alighting, the 
ramp or bridge plate shall be attached 
to the vehicle, or otherwise prevented 
from moving such that it is not subject 
to displacement when loading or un-
loading a heavy power mobility aid and 
that any gaps between vehicle and 
ramp or bridge plate, and station plat-
form and ramp or bridge plate, shall 
not exceed 5⁄8 inch. 

(ii) Exception. Ramps or bridge plates 
which are attached to, and deployed 
from, station platforms are permitted 
in lieu of vehicle devices provided they 
meet the displacement requirements of 
paragraph (c)(6)(i) of this section. 

(7) Stowage. A compartment, secure-
ment system, or other appropriate 
method shall be provided to ensure 
that stowed ramps or bridge plates, in-
cluding portable ramps or bridges 
plates stowed in the passenger area, do 
not impinge on a passenger’s wheel-
chair or mobility aid or pose any haz-

ard to passengers in the event of a sud-
den stop. 

(8) Handrails. If provided, handrails 
shall allow persons with disabilities to 
grasp them from outside the vehicle 
while starting to board, and to con-
tinue to use them throughout the 
boarding process, and shall have the 
top between 30 inches and 38 inches 
above the ramp surface. The handrails 
shall be capable of withstanding a force 
of 100 pounds concentrated at any point 
on the handrail without permanent de-
formation of the rail or its supporting 
structure. The handrail shall have a 
cross- sectional diameter between 11⁄4 
inches and 11⁄2 inches or shall provide 
an equivalent grasping surface, and 
have ‘‘eased’’ edges with corner radii of 
not less than 1⁄8 inch. Handrails shall 
not interfere with wheelchair or mobil-
ity aid maneuverability when entering 
or leaving the vehicle. 

§ 38.85 Between-car barriers. 
Where vehicles operate in a high- 

platform, level-boarding mode, devices 
or systems shall be provided to pre-
vent, deter or warn individuals from in-
advertently stepping off the platform 
between cars. Appropriate devices in-
clude, but are not limited to, panto-
graph gates, chains, motion detectors 
or other suitable devices. 

§ 38.87 Public information system. 
(a) Each vehicle shall be equipped 

with an interior public address system 
permitting transportation system per-
sonnel, or recorded or digitized human 
speech messages, to announce stations 
and provide other passenger informa-
tion. Alternative systems or devices 
which provide equivalent access are 
also permitted. 

(b) [Reserved] 

Subpart E—Commuter Rail Cars 
and Systems 

§ 38.91 General. 
(a) New, used and remanufactured 

commuter rail cars, to be considered 
accessible by regulations in part 37 of 
this title, shall comply with this sub-
part. 

(b) If portions of the car are modified 
in such a way that it affects or could 
affect accessibility, each such portion 

VerDate Sep<11>2014 07:59 Dec 17, 2015 Jkt 235221 PO 00000 Frm 00510 Fmt 8010 Sfmt 8010 Y:\SGML\235221.XXX 235221js
ta

llw
or

th
 o

n 
D

S
K

7T
P

T
V

N
1P

R
O

D
 w

ith
 C

F
R


		Superintendent of Documents
	2016-07-07T15:10:27-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




